
MSRP ex. VAT:

INFO

Approval:

Product code:

Product Name:

2.045,40 €

The next step from Akrapovič for the Porsche 911 Turbo / Turbo S is the optional titanium link pipe set without cats, perfectly finished with 
a coating to offer greater durability without altering the look. Designed to create the best exhaust flow and offering a huge weight saving 
over stock—when used in conjunction with the Slip-On—the link pipes increase power and give the car a sporty racing sound. Enhancing 
the tuning opportunities of this superb car, the link pipes without cats are an easy-to-install performance upgrade. 
 
When installing Akrapovič aftermarket optional link pipes without catalytic converters, which are developed for use on closed tracks only, 
remapping the ECU is mandatory. 
 
 THIS PRODUCT DOES NOT MEET EMISSION COMPLIANCE REQUIREMENTS FOR STREET OR HIGHWAY USE.

Porsche 911 Turbo/Turbo S (991)

Link-Pipe Set w/o Cat (Titanium)

L-PO991T/2

W/O



TECHNICAL DATA

UNIT STOCK AKRAPOVIČ MAX GAIN

maximum power kW

HP (m)

HP (i)

maximum torque Nm

lb-ft

weight kg

lb

%

installation time min

Product code:
Product Name:

Approval:

410.1 / 6550 rpm 411.1 / 6450 rpm + 7.1 / 5400 rpm

557.6 / 6550 rpm 559.0 / 6450 rpm + 9.7 / 5400 rpm

550.0 / 6550 rpm 551.3 / 6450 rpm + 9.6 / 5400 rpm

780.4 / 2300 rpm 791.4 / 3100 rpm + 50.0 / 2300 rpm

575.6 / 3100 rpm 583.7 / 3100 rpm + 36.9 / 2300 rpm

7.3 1.7 - 5.6

16.1 3.7

180

- 12.4

- 76.7
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